Ordering Information

9800 Photometer Test Kits

Test Kits

Range (mg/L)

Starter (50)

Replace (250)

Sea Water Use*

Alkalinity, Total (Alkaphot) 0-500 (CaCO,) YPM188 YAP188 Suitable
Alkalinity-M (Alkaphot M) 0-500 (CaCO,) N/A YAP250 Suitable
Alkalinity-P (Alkaphot P) 0-500 (CaCO,) N/A YAP251 Suitable
Aluminum 0-0.5 YPM166 YAP166
Ammonia 0-1.0(N) YPM152 YAP152 Suitable with use of Ammonia Conditioning Reagent YAT1707
Bromine 0-10.0 N/A YAP060
Calcium Hardness (Calcicol) 0-500 (CaCO,) YPM252 YAP252 Suitable under certain circumstances**
Chloride (Chloridol) 0-50,000 (NaCl)  YPM268 YAP268
Chlorine DPD 1 (free) 0-5.0 YPMO11 YAPO11
Chlorine DPD 2 (Mono- and 0-5.0 N/A YAP021
Dichloramine; requires YPM011)
Chlorine DPD 1&3 0-5.0 YPMO031 YAPO31
(free, combined and total)
Chlorine DPD 4 (total) 0-5.0 N/A YAPO41
Chlorine HR? 0-250 YPM162 N/A
Chlorine Dioxide (DPD) 0-4.0 YPMO052 YAPQ52
Chromium VI (Hexavalent) 0-1.0 YPM281 YAP281
Color (includes turbidity) 10-500 YPM269 N/A
Copper (Coppercol) 0-5.0 YPM186 YAP186
(free, combined, total)
Copper (free) 0.03-5.0 N/A YAP187
Cyanuric Acid 0-200 N/A YAP087
Fluoride 0-1.5 YPM179 YAP179*
Hardness (Hardicol) 0-500 (CaCO,) YPM254 YAP254
Iron LR! 0-1.0 YPM155 YAP155 Suitable
Iron MR3 0-5.0 YPM292 YAP292
Iron HR? 0-10 N/A YAP156
Magnesium (Magnecol) 0-100 YPM193 YAP193 Not suitable
Manganese 0-0.03 YPM173 YAP173
Nickel 0-10 YPM284 YAP284*
Nitrate 0-20 (N) YPM163 YAP163* Suitable with filtration of samples
Nitrite (N) 0-0.5(N) YPM109 YAP109 Suitable with filtration of samples
Nitrite (NaNo,) 0-1500 (NaNo,)  YPM260 YAP260 Suitable with filtration of samples
Ozone 0-2.0 YPMO056 YAP056
pH (phenol red) 6.8-8.4 YPM130 YAP130
Phosphate LR’ 0-4.0 YPM177 YAP177* Suitable
Phosphate HR? 0-100 YPM114 YAP114 Suitable
Potassium 0-12 YPM189 YAP189
Silica 0-4.0 YPM181 YAP181*
Silica HR? 0-150 YPM290 YAP290*
Sulfate 0-200 YPM154 YAP154
Sulfide 0-0.5 YPM168 YAP168*
Sulfite 0-500 (Na,SO,) YPM266 YAP266
Zinc 0-4.0 YPM148 YAP148 Not suitable

*Includes 200 tests ~ **Filtration of sea water samples required. Calcium salt instrument calibration needed for sample concentrations of over 3,500 mg/L salt
" LR denotes low range. 2 HR denotes high range. 3 MR denotes mid range
‘Sea Water Use denotes tests that have been evaluated for sea water testing. Blank notes indicate the test has not been verified
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